
Specified Technologies Inc. Experience you can count on.
1300+ Fire tested systems   n       30+ Registered patents   n      Made in the USA  

Aldar Headquarters, Abu Dhabi Hearst Tower, USA Cern, Switzerland Petronas Towers, Malaysia

Email: cs@ezpath.com  n  www.ezpath.com

n Schiphol Airport, ATC Tower, Amsterdam NL

n UMC Medical University, Utrecht NL

n Microsoft, Data Center, Amsterdam NL

n Facebook, Data Center, Dublin IRE

n Telecity, Data Center, Geleen NL

n Imperial College, London UK

n SNCB, Signal Posts, Belgium

n Telecom Singapore, Singapore

n Changi Airport, ATC tower, Singapore

n BASF Lemon Grass Project, Kuala Lumpur

n HP Plants, Penang

n Honeywell UOP, Penang

n American University of Beirut, Beirut

n Cleveland Clinic, Cleveland, OH & Abu Dhabi

Some of our most prestigious projects:

Fire Stopping

Cable Protection

Cable Management

n China
Regional Office 

1068 XinGangDong Road, Haizhou 
District, Guangzhou China

n Middle East
Regional Office 
P.O. Box: 22952 

Dubai, UAE

n Europe
Regional Office 

104 Avenue de France 
75013 Paris, France

n Singapore
Regional Office 

77 Thomson Road 
Singapore 915706

n Brazil
Regional Office 

Av. Tancredo Neves 
Trade, 16º Andar  

Salvador, BA 41820-901

n North America
Corporate Headquarters

210 Evans Way
Somerville, NJ 08876 USA

Worldwide offices

EZ-Path® Fire Rated Pathway Series 33 
EZD33T 1.16 El 90* 76 x 76 x 267 mm 

EZD33E 0.73 — 76 x 76 x 152 mm 

EZP133CWT 0.36 El 120 + 1 x EZD33T 

EZP133KT 0.28 El 120 + 1 x EZD33T 

EZ-Path® Fire Rated Pathway Series 44+
EZD44T 2.67 El 120* 116 x 102 x 356 mm

EZD44ES 1.11 — 116 x 102x 152 mm

Wall plate kits 

EZP144WE 1.4 El 90* +1 x EZD44T 

EZP144RSE 1.6 El 90* +1 x EZD44T  

EZP144WT 2.52 El 120 + 1 x EZD44T

EZP544WE 2.4 El 120* + 1 up to 5 x EZD44T 

EZP544WT 5.76  El 120 + 1 up to 5 x EZD44T 

Floor plate kits

EZP144MBE 0.5 El 120* + 1 x EZD44T

EZG144T  3.14 El 120 + 1 x EZD44T

EZP544MBE   0.8 El 120* + 1 up to 5 x EZD44T 

EZG444T 9.07 El 120 + 4 x EZD44T 

EZG844T 16.33 El 120 + 8 x EZD44T 

EZD33T
Device

EZD44T
Device

EZD33E
Extension

EZD44ES
Extension

EZP144WE
up to Ø21 mm cables 

EZP133CWT
Wall plate 

EZP144WT
up to  Ø80mm cables

EZP144RSE 
Retrofit wall plate

up to Ø21 mm cables 

EZP544WT
up to  Ø80mm cables

EZP544WE 
up to Ø21 mm cables 

EZP133KT
Floor plate 

EZG144T
up to  Ø80mm cables

EZP144MBE 
up to Ø21 mm cables 

EZG444T
up to  Ø80mm cables

EZP544MBE
up to Ø21 mm cables  

EZG844T
up to  Ø80mm cables

EZ-Firestop® Grommet 

 RFG2 0.02 El 120* ø 25 x 41.2 mm 
RFG2

Two-piece split cable grommet for  
small cable penetrations up to 14 mm O.D.

* Pending CE-Marking certification. These systems are classified per the EN13501-2
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Cable capacity
EZD44T

EZD33T

u �Extension feature

u �Cable friendly design

0% visual fill cables

50% visual fill cables

100% visual fill cables

u Cable penetration seal
u Fire and temperature barrier
u Smoke seal
u Acoustical barrier

For all types of cables
u Data
u Fiber optic
u Control
u Power

What is the real cost of a  
cable penetration seal ? 
u Generic costs: 

u Product price 
u Installation costs 

u Hidden costs, risks, and needs:
u Downtime
u Cable Damages  
u Non-compliance risk 
u Handling costs
u Improper installation risks   

u �Self-sealing 
device 

u �Always 
compliant

u �No firestop 
handling

u �Fire rated  
by design

u �Up to 100% 
visual cable 
loading

u �Remote cable pull u �Earth ground feature
More information about cable capacity on www.ezpath.com 

u �Highest cable capacity at 
minimum wall or floor space

Loading area  
85 x 92 mm

Loading area  
69 x 47 mm


